GENERAL NOTES

Reinforcement bars shall cenform to the requiremenls of ASTM A 706
Gr 60. See Special Provisions.

Reinforcement bars designated (£} shall be epoxy cooted.
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3. Prior tc pouring the new concrete dsck, ali heavy or loose rust, loose TTEM UNIT SUPER SUB TOTAL
scals, and other Ioose or potenilally detrimental foreign material shall INDEX OF SHEETS .
removed from the surfaces in contact with concrete. Tightly adhered paini may Concrete Removal cu Y. £4.0 24.0
remain unless otherwise noted. Removal shall be accomplished by methods e Pla. i

X o ! 7 g 1. General Plan and Elevation e Shiald / 551
that will not damage the steei and the cost will be included in the pay item 2. General Notes, Bill of Waterial and Index of Sheets Profective Shieid 9. 19 691 -
covering removal of fhe existing concrete. 3. Siage Construction Details Concrete Superstructure Cu. Yd 24.0 24.0
f‘: directed by the Engmeevr, existing construction accessories We/d&‘(fv/lii the 4. Bridge Deck and Approach Siab Repairs Bridge Dsck Grooving Sq. vd. 1265 1,265
fop flange of beams and girders shall be removed. The weld areas shall be 5. Expansion Joint Repairs - — -

. N X . ; . - o . o, Ve 7 J,32
ground flush and inspecied for cracks using magnetic particle testing (MT) or 6. Expansion Joint Details Profective Coat - B o Sg. 7d. 1324 1324
dye penetrant testing (PT) by quaiified persome// approved by the Enginee 7. Preformed Joint Strip Seal Reinforcement Bars, Fpoxy Coated Pound 2470 2470
Any cracks that cannot be removed by grinding 'y inch deep shall be identified & Bar Splicer Assembly Details m Faoh P oo
ond reported to the Bureau of Bridges and Structures for further disposition. Bor Splicers - ac = =
The cost of removing welded accessories, grinding and inspecting weld areas Preformed Joint Strip Seal Foot 145.0 1450

) Aranke will b i Ar A PETSUN Y £ th
and grinding ur'gdk;»v,m be paid for according to Article 109.04 of the Comerare Seamer Sq. Ft. 1208 1055
Standard Specifications. i it — - E .
Bridge Deck Latex Concretfe Overlay, £4" Sq. V4. L297

4. Plan dfme{“.sfons Aan_d details relotive fo 9X/';r/'ng p/ms are sul.yje‘cf m' ﬁomimx‘ Approach Siab Repair (Partial Depth) Sq. Yd. 6.0
construction variations.  The Contfroctor shall fleld verify existing dimensions and - — — T —
details affecting new construction and make necessary approved adjustments prior Bridge Deck Hydro-Scarification, 24 Sq. rd. 1297
to construction or ordering of materials. Such variations shall not be cause for Deck Slab Repair (Full Depth, Type I) Sq. vd. 5.0 5.0
additional compensation for a change in scope of the work, however, the y S ; - -

, i 5 N S ! M f - Sic pair (Full Dept 1) Sq. Yd. 5 3.8 63.8
Contractor will be paid for the quantity actually furnished at the unit price bid Deck Stab Repair (Full Dep!h. Type I g © i
for the work. Clean and Reseal Relief Joint Foof 72.0 72.0

5. Concrete Sealer shall bs applied to ths parapets, approgch slobs, cbutment
seats and abutment backwails. Al surfaces to be sealed shall be cleaned
thoroughly prior fo seofer application. Cost included with Concrete Sec

6. The existing structural steel cocting contains lead.  The Contractor shall take
appropriate precautions to deal with the presence of fead on this project.

7. Stage construction shall be ulilized to maintain traffic during construction.

8. The Contractor shall exercise care during removal of existing joints to ensure that
the slub, beams ond digphragms® infegrity will noi be defrimenially impacted. The
Contractor shali repair any damage(s) fo the slab, beams and diaphragms caused by
his operation as directed by the Engineer af no additional cost to the Department.

9. Protective Coat shali be applied to the new [afex Concrete Overiay.

10. Joint openings shall be adjusted according to Article 520.04 of the Sid. Specs.
when the deck is poured af an ambient tfemperature other than 50°F.
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